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• Active Extremity 
Monitoring
– Dose w/Alarm
– Dose Rate w/Alarm

• 1 or 2 Detectors
– Hp(0.07) 60 keV – 1.2 MeV
– Hp(0.07) <60 keV

• Interchangeable 
Precalibrated Detectors

• PC Software 

A New Solution for Active Extremity Dosimetry
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Applications: Glove Box, Fluoroscopy & Nuclear Medicine…
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Benefits
• Real time monitoring for dose 

of record or ALARA
• Better dose assessment in 

high dose gradients
• Easy to wear
• Dose chain of custody
• Facilitates training
Uses
• Interventional Radiology
• Radiation therapy
• Nuclear Medicine
• Glove Box Applications
• High Dose Gradient 

Environments

Benefits & Uses
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• Adaptive Display
– 1 or 2 Detectors

• Independent
– Dose
– Dose Rate

• µSv or mrem Units
• Two Button Operation
• Audible & Visible Alerts
• Parameters Programmable 
via PC Application

ED3 User Interface
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2 Detectors

1 Detector
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• 2 Detector Types
– Hp(0.07) Low Energy < 60 keV 
and 90Sr

– Hp(0.07) High Energy ≥ 60 keV

• Each Detector Precalibrated 
& Serialized

• Detectors Interchangeable
• Detectors Must be the Same 
Type During Use

• ~1.5 m Connection Length

ED‐3 Detector Characteristics
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Serial 
Numbers
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Self Test and Alarms
• Low Battery
• Missing Detector
• Dose Alarm
• Dose Rate Alarm
• Dose Rate Overload
• Dose Over Range

Connections / Switches
• USB Port Provides:

– Parameter Configuration
– Stored Data Output
– Firmware Updates (Flash)

• Charging Port
• On / Off Switch
• Protective EMI Cover

ED3 Self Test & Alarms

6



©2017 Rotunda Scientific Technologies LLC

ED3 Performance Specifications
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Parameter Range

Energy Range – Photons D1 Detector: 60 keV – 1.2 MeV
D4 Detector: 33 keV* – 60 keV

Effective Dose Range 1.0 µSv — 999.9 mSv
Effective Dose Rate Range 0.0 to 99.9 mSv/h
Size & Weight 99 x 60 x 35 mm — 245 g

Environmental IP53
‐20˚C to +50˚C

Display 16 x 2 character LCD
Battery Life (Rechargeable) Over 60 hours per charge
*Lower energies are possible, but response variability may increase.
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ED3 Hp(0.07) D1 & D4 ‐ Detector Response
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D1 Detector

D4 Detector
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Detector Selection Table
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Nuclide D1/D4 Description
Co‐60 D1 High energy gamma
Cs‐137 D1 High energy gamma
I‐125 D4 I‐125 has two x‐rays at 27 and 31keV and less important a gamma at 35keV. 

Lu‐177 D1
Lu‐177 produces betas up to 490keV, but will not be detected. But there are gammas at 113 
and 210 keV that will be detected.

Sr‐90 D4 The D4 has a reasonable sensitivity to Sr‐90/Y‐90 with a response factor 0.31.

Y‐90  D4
Y‐90 is a product of Sr‐90 and produces 2.3MeV betas. The D4 has a reasonable sensitivity to 
Sr‐90/Y‐90 with a response factor 0.31.
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ED3 Hp(0.07) D4 Detector Beta Response
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Beta Source Response Factor (to 137Cs)
90Sr 0.31
85Kr Negligible
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ED3 Detector Angular Response at 33 keV
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D1 Detector

Vertical Response Factor

0° 1.00

60° 1.11

‐60° 1.17

Horizontal

0° 1.00

60° 0.88

‐60° 0..71

D4 Detector

Vertical Response Factor

0° 1.00

60° 1.04

‐60° 1.04

Horizontal

0° 1.00

60° 0.93

‐60° 0.92

Horizontal Vertical
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ED3 Dose Rate Response
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µSv/h
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ED3 Temperature Independence
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• Many methods to wear 
ED3 detector

• Picture on the left 
shows one method 
using finger band

• Should be worn under 
the glove or protective 
equipment

• User education is key in 
proper usage

Wearing the Extremity Detector
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Software Configuration
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ED3 PC Software Configuration Wizard
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ED3 PC Accumulated Dose Display
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Counts Per Second Display
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• Tested to applicable 
sections of IEC‐61526

• Ideal for high dose 
applications where 
passive finger dosimeters 
are not suitable

• Future Work:
– Lower Energy Detector
– Eye Dosimetry
– Video Training Integration

ED3 Summary
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Thank You!


